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A-WORMENETTEX
BUILDING SOLUTIONS

TRATTAMENTI

antitarlo biocida all’acqua

1 lt. bottle 5 lt. tank

Ph 7

Store the product in a dry and well ventilated
place indoors at a temperature of between
+5°C and +35°C. in its original packaging
for up to 12 months.

complete 24 hours

S -TORAGE AND SHELF LIFE

The product must be applied to material with a
temperature of between 5° and 35°C. and in
compliance with all the safety regulations
provided for by the laws in force, present on
the Product Safety Data Sheet (MSDS).

WARNINGS

(average indicative value according to the type and state
of the surfaces).

A CVERAGE ONSUMPTION

8-12 m
2
/lt.

dry on surface 8 hours
Approximated drying time at 15°C.

Specific weight 1,0 kg./lt.

Product appearance liquid
CHEMICAL PHYSICAL CHARACTERISTICS-

PACKAGING

10 lt. tank 25 lt. tank

DESCRIPTION

It eliminates any kind of insect and worm from wood avoiding its
degradation.

USAGE FIELD

Water based biocide able to preserve wood from biological
aggressions of: fungi, molds, bacteria, insects.

METHOD OF USE

A-WORME is a product ready to use and it can be applied by roller,
brush or injection.
The support to be treated must be clean, dry and free from dust, coats
of varnish or rot (sand until the wood is brought to its original shine).

Its water-based composition prevents the stagnation of dangerous
solvents in indoor environments, which is harmful to human health.

Impregnating, colorless, with excellent penetration capacity, does not
emanates unpleasant odors.
Easy to apply product.

Wait 6-10 hours and then apply a second coat of the product.

The information contained in this document is given in good faith based on our current knowledge. It is only an indication and is in no way binding, particularly as
regards infringement of or prejudice to third party rights through the use of our products. FOUR GROUP S.r.l. guarantees that its products comply with its sales
specifications. This information must on no account be used as a substitute for necessary prior tests which alone can ensure that a product is suitable for given use. Users
are responsible for ensuring compliance with local legislation and for obtaining the necessary certifications and authorisations. Users are requested to check that they
are in possession of the latest version of this document and FOUR GROUP S.r.l. is at their disposal to supply any additional information.
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