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SURFACE
PROTECTORS

BALCONETNETTEX
BUILDING SOLUTIONS

TRATTAMENTI

BALCONET
impermeabilizzante protettivo
trasparente a base solvente per
balconi e terrazze

Do not apply the product in the presence of
rain, fog or on damp or overheated surfaces.

WARNINGS

Store the product in a dry and well ventilated
place indoors at a temperature of between
+5°C and +35°C. in its original packaging
for up to 12 months.

(average indicative value according to the type and state
of the surfaces).

The product must be applied to material with a
temperature of between 5° and 35°C. and in
compliance with all the safety regulations
provided for by the laws in force, present on
the Product Safety Data Sheet (MSDS).

can be walked on after 12 hours approx.

6 - 8 m
2
/lt.

Approximated drying time at 15°C.

S -TORAGE AND SHELF LIFE

Flammability +60° C.

A CVERAGE ONSUMPTION

CHEMICAL PHYSICAL CHARACTERISTICS-

1 lt. can 5 lt. tank
PACKAGING

Product appearance liquid
Color colourless

10 lt. tank 25 lt. tank

Specific weight 0,9 kg./lt.

At the end of the application proceed to remove the extra product by
drying the treated substrate with a clean and dry cloth

BALCONET is an water-repellent, impregnating and protective
product with waterproofing characteristics based on alkyl
polysiloxanes which creates a breathable and water-repellent
chemical barrier that blocks water infiltration, mold formation and
consequent damage to structures.

Apply BALCONET in a single coat with a brush or roller, paying special
attention to leaks and any micro-lesions.

BALCONET blocks the passage of water due to micro-lesions (not
exceeding 1 mm) of the support.

USAGE FIELD

The supports must be clean, dry, aged, parts in the process of
detaching and free of greases, oils and finishing waxes.

The product has been formulated to waterproof and protect: concrete
balconies and terraces, terracotta floors, non-polished gres.

METHOD OF USE

DESCRIPTION

The information contained in this document is given in good faith based on our current knowledge. It is only an indication and is in no way binding, particularly as
regards infringement of or prejudice to third party rights through the use of our products. FOUR GROUP S.r.l. guarantees that its products comply with its sales
specifications. This information must on no account be used as a substitute for necessary prior tests which alone can ensure that a product is suitable for given use. Users
are responsible for ensuring compliance with local legislation and for obtaining the necessary certifications and authorisations. Users are requested to check that they
are in possession of the latest version of this document and FOUR GROUP S.r.l. is at their disposal to supply any additional information.

transparent waterproofing solvent-based
protector for balconies and terraces


