
UNDERCOAT - cementite

METHOD OF USE

After waiting for at least 6 hours, sand it.

Apply a CEMENTEX coat with a brush or roller, diluting it with 3-6% water
or, if you prefer, spray diluting it up to 12% with water.

APPLICATION

Old paints: Check that the previous painting film is well cohesive to the
support by completely eliminating the friable parts or by sanding and
pulverizing.

Plastic: to sand and then to wipe with alcohol.

SURFACE PREPARATION
Wood: to sand and to dust.

CEMENTEX is used as a preparation base for wood and masonry substrates
when it is desired to proceed directly with the application of an acrylic paint
or a covering enamel.

USAGE FIELDS

DESCRIPTION

White background paint, highly filling, based on acrylic resins dispersed in
water, selected pigments and fillers, CEMENTEX is easy to sand both wet and
dry, does not yellow and is easy to work.
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S -TORAGE AND SHELF LIFE

The product must be applied to material with a
temperature of between 5° and 35°C. and in
compliance with all the safety regulations
provided for by the laws in force, present on
the Product Safety Data Sheet (MSDS).

Store the product in a dry and well ventilated
place indoors at a temperature of between
+5°C and +35°C. in its original packaging
for up to 12 months.

Color white
Odour typical
Dried film thickness 78-80 micron
Overpaintable at 15°C. 6 h.

A CVERAGE ONSUMPTION

6-8 m /lt.
2

(valore medio orientativo secondo il tipo e lo stato del
supporto).

WARNINGS

Do not apply the product in the presence of
rain, fog or on damp or overheated surfaces.

Product appearance pasty
After film appearance opaque

0,75 lt. plastic can 2,5 lt. bucket
PACKAGING

CHEMICAL PHYSICAL CHARACTERISTICS-

The information contained in this document is given in good faith based on our current knowledge. It is only an indication and is in no way binding, particularly as
regards infringement of or prejudice to third party rights through the use of our products. FOUR GROUP S.r.l. guarantees that its products comply with its sales
specifications. This information must on no account be used as a substitute for necessary prior tests which alone can ensure that a product is suitable for given use. Users
are responsible for ensuring compliance with local legislation and for obtaining the necessary certifications and authorisations. Users are requested to check that they
are in possession of the latest version of this document and FOUR GROUP S.r.l. is at their disposal to supply any additional information.


