
Two-component epoxy coating with low thickness and zero shrinkage
(100% dry) applicable by roller. The product is endowed with good
mechanical resistance, gives a glossy finish as well as the possibility of
creating non-slip surfaces by using a sprinkling of quartz micro-granules or
propylene dispersed granules mixed mechanically during the catalyzing
phase.

USAGE FIELDS

It is a product suitable for the coating and protection of cement, concrete and
similar screeds, EPOXY MAX 012 is ideal for the treatment of environments
such as garages, ramps, warehouses, etc. (After application of EPOXY
PRIMER H2O).

METHOD OF USE

SURFACE PREPARATION
Check that the surface to be treated does not have rising damp above 4-5%.
Surfaces should be in good condition, dry, free of grease oil and polluting
substances.
Prepare the substrate by mechanical treatment (shot-peening or abrasive)
and then remove the resulting powders. Any restoration of damaged parts
must be carried out with specific mortars.
PRODUCT PREPARATION
The mixing ratio of the two components that make up the product is as
follows: component A 75% – component B 25%. Pour component B into
component A, making sure to clean the walls and bottom of the jar with a
spatula then mix thoroughly for a few minutes with a low-speed drill fitted
with a spiral drill, until the product is perfectly homogenized.
APPLICATION
EPOXY MAX 012 can be applied by short-hair roller or with a steel spatula.
The product must be distributed evenly crossing the rollings and can be
diluted with 5% ethyl alcohol. For the possible application of a second coat
wait 12-18 hours, operating as above.

DESCRIPTION
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NETTEX
BUILDING SOLUTIONS EPOXY MAX 012

SISTEMI
IMPERMEABILIZZANTIE P O X Y

MAX 012
RIVESTIMENTO BI-COMPONENTE
A BASE EPOSSIDICA

Approx drying time at 15 ° C.

PACKAGING

20 kg format:
comp. A in 16,78 kg bucket.
comp. B in 3,22 kg bucket.

5 kg format:
comp. A in 4,19 kg bucket
comp. B in a 0,81 kg bucket

CHEMICAL-PHYSICAL CHARACTERISTICS

Product appareance thixotropic
After film appareance glossy

Pot life 60 min. ca.
Specific weight 0,9 kg./lt.
Color white, grey, ochre, red

superficial 15-20 h.

Store the product in a dry and well ventilated
place indoors at a temperature of between
+5°C and +35°C. in its original packaging
for up to 12 months.

S -TORAGE AND SHELF LIFE

temperature, it is therefore advisable to
catalyze the product in limited quantity.

The pot-life is reduced with the increase of the

Do not apply the product in the presence of
rain, fog or on damp or overheated surfaces.

The product must be applied to material with a
temperature of between 10° and 30°C. and in
compliance with all the safety regulations
provided for by the laws in force, present on
the Product Safety Data Sheet (MSDS).

WARNINGS

walkable 2-3 days
complete 7 days

A CVERAGE ONSUMPTION

3 m / kg.
2

(average indicative value according to the type and state
of the surfaces).

low thickness EPOXY BASED  Two components coating

The degree of effectiveness of the product and the average consumption are susceptible to variations based on the state of the support to be treated, in case of doubt, please
contact, before application, our. dedicated technical office.

The information indicated above, deriving from laboratory studies, has a purely indicative value without any formal guarantee. Four Group S.r.l. disclaims any responsibility
for the incorrect application of the products, for failure to comply with the requirements indicated in this technical data sheet, in the event of accidental damage or tampering.
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