
FIX WALL can be applied by brush, roller or spray.

Suitable for the treatment of internal and external wall surfaces. It is 
particularly indicated for absorbent walls, chalky paints, walls shaved with 
calcium carbonate or gypsum based products.

FIX WALL is a water-based anchor formulated with special acrylic styrene 
resins dispersed in water and added with a non-toxic bactericide that

USAGE FIELDS

Dilute FIX WALL to a maximum of 5 parts of water. It can be applied in one or 
more coats depending on the absorption of the support to be treated. After 
application it is advisable to let it dry for 6-12 hours depending on the 
temperature and the absorption of the support.

METHOD OF USE

The surface to be treated must be clean, dry and dust-free.
The new plasters must be aged for at least 28 days.
The advantages deriving from its application are: a greater yield and 
brushability of the coating paint, uniformity and consolidation of the 
support to be treated, better adhesion of the water paint on the walls.

DESCRIPTION

prevents mold formation. Equipped with high penetrating power, it is highly 
insulating and consolidating.

APPLICATION

SURFACE PREPARATION
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FIX WALLNETTEX
BUILDING SOLUTIONS

LINEA PITTURE
& STUCCHI

FIX WALL
ANCORANTE A BASE
ACQUOSA PER PARETI

paintings
& PUTTY pastes

Do not apply the product in the presence of 
rain, fog or on damp or overheated surfaces.

2  10-12 m /lt.  

STORAGE AND SHELF-LIFE

After film appearance glossy
Odour  characteristic

CHEMICAL-PHYSICAL CHARACTERISTICS

Drying time at 20°C. overpaintable in 4-6 h.

(average indicative value according to the type and state 
of the surfaces).

Product appearance white liquid

1 lt. bottle  5 lt. tank
10 lt. tank  25 lt. tank

PACKAGING

WARNINGS
The product must be applied to material with a 
temperature of between 5° and 35°C. and in 
compliance with all the safety regulations 
provided for by the laws in force, present on 
the Product Safety Data Sheet (MSDS).

AVERAGE CONSUMPTION

Specific weight 1,0 kg./lt.
Water solubility soluble

Ph  7 - 8

Store the product in a dry and well ventilated 
place indoors at a temperature of between 
+5°C and +35°C. in its original packaging 
for up to 12 months.

The degree of effectiveness of the product and the average consumption are susceptible to variations based on the state of the support to be treated, in case of doubt, please 
contact, before application, our. dedicated technical office.

The information indicated above, deriving from laboratory studies, has a purely indicative value without any formal guarantee. Four Group S.r.l. disclaims any responsibility 
for the incorrect application of the products, for failure to comply with the requirements indicated in this technical data sheet, in the event of accidental damage or tampering.

water based anchoring primer for internal 
or external walls 


