
For the construction of expansion joints in under-floor construction.

For sealing and gluing of skirting boards and coves.

For connecting joints between stairs and floors or walls.

Excellent adhesion on a wide range of materials

DESCRIPTION

Low odor emission

It can be painted over and sanded

For sealing on multiple supports.

ADVANTAGES

For perimeter collars and flashings of roofs and coverings.

Thixotropic

To seal cracks, piping and gaskets in general.

GIUNTO-NET is a multi-functional thixotropic adhesive / sealant based on 
single-component polyurethane resin.

Multipurpose for sealing and gluing wood and metal constructions.

USAGE FIELDS

Suitable for outdoor and indoor applications, it hardens with the simple reaction of 
ambient humidity and can be used on horizontal and vertical surfaces.

When the surfaces are slightly dusty, damp or poorly absorbent it is necessary to 
apply NTX-PRIMER / SOLV primer on the joint of the walls to improve adhesion.

To obtain a precise linearity of the joint we recommend masking the edges with 
adhesive paper tape and removing the tape at the end of the application, with the 
sealant still fresh.

Insert the cartridge or bag into the pistol and fill the joint avoiding the creation of 
air in the cord. The product should then be crushed with a spatula against the joint of 
the walls in order to have an optimal adhesion.

SURFACE PREPARATION

APPLICATION

METHOD OF USE

The product must be applied on dry surfaces, free of dust, oils and loose parts 
(remove any oil or grease with MAXXXI cleaner; for dirt deriving from lime and 
cement use STRONG lime and cement dissolver instead).

Non-Corrosive
Permanent elasticity

Resistant to aging and exposure
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NETTEX
BUILDING SOLUTIONS GIUNTO-NET

GIUNTO-NET  gr. 600

SIGILLANTE POLIURETANICO A PRESA RAPIDA

Do not apply the product in the presence of 
rain, fog or on damp or overheated surfaces.

Operating temperatures from -40°C. 

Store the product in a dry and well ventilated 
place indoors at a temperature of between 
+5°C and +35°C. in its original packaging 
for up to 12 months.

CHEMICAL-PHYSICAL CHARACTERISTICS

PACKAGING

  max. 30 mm.
Expansion joint width min. 10 mm. 
Elongation at fracture 500% approx.

WARNINGS

(average indicative value according to the type and state 
of the surfaces).

Before making applications on supports other 
than those mentioned, please contact our 
technical service.

Shore A hardness 35

24 - 5 m /lt. 

Exposures to aggressive chemicals, high 
temperatures or UV rays can generate color 
variations to the product without necessarily 
influencing the technical characteristics.

AVERAGE CONSUMPTION

The product must be applied in compliance 
with all the safety regulations provided for by 
the laws in force, present on the Product Safety 
Data Sheet (MSDS).

STORAGE AND SHELF-LIFE

Specific weight 1,35 - 1,40 kg./lt.

Application temperatures  from 5°C. 

Dust free time 2 hours approx

0,6 lt. filler

  to +70°C.

  to +5°C.

Color  dark grey

Curing time (2,5 mm) 24 hours approx

Chemical composition polyurethanic

waterproofing
systems

The degree of effectiveness of the product and the average consumption are susceptible to variations based on the state of the support to be treated, in case of doubt, please 
contact, before application, our. dedicated technical office.

The information indicated above, deriving from laboratory studies, has a purely indicative value without any formal guarantee. Four Group S.r.l. disclaims any responsibility 
for the incorrect application of the products, for failure to comply with the requirements indicated in this technical data sheet, in the event of accidental damage or tampering.

paintable quick-setting polyuretanic sealant
for expansion joint


