
liquid elastomeric SHEATH, based on styrene-acrylic resins in aqueous
emulsion, suitable for the encapsulation of asbestos-cement products
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STRATOS PLUS can be applied by roller, brush or spray (airless), this last 
method is extremely recommended to avoid direct contact of the operator 
with asbestos-cement.

METHOD OF USE

Between the first and second coat wait for complete drying.

The surface to be treated must be dry and perfectly clean eliminating any 
presence of oils, grease, mosses and other dirt, channeling the washing 
water in a filter that allows to collect the residues of asbestos fibers and 
other dirt, providing to their subsequent disposal.

Apply a coat of primer suitable for the NTX PRIMER SOLV cement-
asbestos encapsulation cycle (by consulting its technical sheet).

STRATOS PLUS encapsulates and fixes asbestos fibers and blocks the 
degradation process by forming a water repellent elastic coating and also 
consolidating the surface state of the support.

SURFACE PREPARATION

STRATOS PLUS is a liquid elastomeric membrane, based on styrene-
acrylic resins in aqueous emulsion, suitable for the encapsulation of 
asbestos-cement products (certified by a laboratory authorized to issue 
the specific certificate of compliance with the Ministerial Decree of 20 
August 1999), equipped with of excellent resistance to aging while 
maintaining its elastic characteristics over time.

It is also advisable to clean the metal parts that fix the asbestos-cement 
slabs and apply the METAL FORCE rust converter on them (by consulting 
the relative technical sheet).

DESCRIPTION

APPLICATION

When the primer is completely dry, apply two coats of a different color to 
STRATOS PLUS to check the complete coverage of each coat and any wear 
over time.
The final film thickness must not be less than 300 microns, as indicated in 
the D.M. of the Ministry of Health of 20/08/1999.
The product can be diluted to 4-6% to facilitate installation.

STRATOS PLUS

Incapsulante elastomerico a base di copolimeri stirolo-acrilici
in dispersione acquosa certificato per cemento-amianto.

2
0,8 - 1 m /lt. 
AVERAGE CONSUMPTION

Solids content 52%

WARNINGS

STORAGE AND SHELF-LIFE
Store the product in a dry and well ventilated 
place indoors at a temperature of between 
+5°C and +35°C. in its original packaging 
for up to 12 months.

(average indicative value according to the type and state 
of the surfaces).

The product must be applied to material with a 
temperature of between 5° and 35°C. and in 
compliance with all the safety regulations 
provided for by the laws in force, present on 
the Product Safety Data Sheet (MSDS).

After film appearance semigloss

Flammability non-flammable

Do not apply the product in the presence of 
rain, fog or on damp or overheated surfaces.

 dry on surface   4-8 hours

  (6 - 8 h. at 20°C.)

Ph  8 approx

CHEMICAL-PHYSICAL CHARACTERISTICS
Product appearance pasty - thixotropic

 complete  16-24 hours

PACKAGING
5 kg. bucket                 20 kg.  bucket

Hardening  physical 
Specific weight 1,3 kg./lt.

Approx drying time at 21°C.

Available colors Black, , ,  White   Grey Red

The information contained in this document is given in good faith based on our current knowledge. It is only an indication and is in no way binding, particularly as 
regards infringement of or prejudice to third party rights through the use of our products. FOUR GROUP S.r.l. guarantees that its products comply with its sales 
specifications. This information must on no account be used as a substitute for necessary prior tests which alone can ensure that a product is suitable for given use. Users 
are responsible for ensuring compliance with local legislation and for obtaining the necessary certifications and authorisations. Users are requested to check that they 
are in possession of the latest version of this document and FOUR GROUP S.r.l. is at their disposal to supply any additional information.
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