
adhesive resin for cement mortars

APPLICATION

Outdoor and indoor adherent screeds: 5 lt. U.B.325 - 15 lt. water - 40 kg. 
    cement.

To make plaster, casting joints, screeds or fillings adhere, it is essential to 
separate the substrate by spreading a grout of U.B. 325 as a gripper. If the 
grout has dried, it is essential to give another pass immediately before 
applying the next layer.

Dilution ratios:
Grout:1 lt. U.B.325 - 1 lt water - 2,5 kg cement.
Rough grout: 1 lt. U.B.325 - 1 lt water - 2,5 kg cement - 2 kg fine sand.
Fine mortar: 0,5 lt U.B.325 - 2 lt water - 6 kg cement - 12,5 kg fine sand.
Mortar: 1 lt U.B.325 - 20 kg cement.

Make sure that the base to be treated is free of dust or grease. Proceed with 
the application only after the base is properly rinsed and saturated. In the 
presence of very brittle supports, brush the whole thing with the help of a 
broomcorn.

This product is commonly used as an additive to optimize the mechanical 
and adhesive characteristics of cementitious mixtures and slurries, also used 
for carpet foundations, and for the reconstruction of concretes. You can use it 
to eliminate cracks or to give the surface a waterproof effect. It is also used to 
protect or reinforce irons, tubs and swimming pools.

DESCRIPTION
U.B. 325 is a particular resin which added to common cement mixes 
considerably increases its adhesion capacity, elasticity, compressive 
strength, permeability and abrasion.
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The product must be applied to material with a 
temperature of between 10° and 40°C. and in 
compliance with all the safety regulations 
provided for by the laws in force, present on 
the Product Safety Data Sheet (MSDS).

WARNINGS
Do not use U.B. 325 pure, as a bridge or 
adhesion promoter, always mixed with 
cement.
Close the canisters tightly after use.

10 lt. tank  25 lt. tank

Specific weight 1,0 2 kg./lt.
Odour  slightly pungent
Product appearance milky white liquid
CHEMICAL-PHYSICAL CHARACTERISTICS

PACKAGING
1 lt. bottle  5 lt. tank

Flammability not flammable

Store the product in a dry and well ventilated 
place indoors at a temperature of between 
+5°C and +35°C. in its original packaging 
for up to 12 months.

STORAGE AND SHELF-LIFE

The information indicated above, deriving from laboratory studies, has a purely indicative value without any formal guarantee. Four Group S.r.l. disclaims any responsibility 
for the incorrect application of the products, for failure to comply with the requirements indicated in this technical data sheet, in the event of accidental damage or tampering.
The degree of effectiveness of the product and the average consumption are susceptible to variations based on the state of the support to be treated, in case of doubt, please 
contact, before application, our. dedicated technical office.


